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1 Introduction

1.1 Revision changes of Nordic nRF52 series

Nordic's nRF52 series is undergoing a series of revision updates to mitigate fault injection
technology.

The nRF52 series is equipped with the APPROTECT function to prevent unauthorized reading of
internal information. The initial state of the APPROTECT function has been changed to the

following.
Nordic Chip Revision | APROTECT remark
initial state
Existing Rev. Disable Debugging functionality is enabled
New Rev. Enable Debugging functionality is disabled

The Rev. change affects only the debugging function and does not affect other parts of the
device.

When the APPROTECT function is enabled, data readout is disabled and
debugging such as memory access is not possible.
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1.2 APPROTECT function operation overview

For modules with the new Rev Nordic chip, the registers related to the APPROTECT function
have been changed as follows.

APPROTECT disable APPROTECT enable
Existing = Y/CRAPPROTECT : OxFF UICR.APPROTECT : 0x00
Rev.
New UICR.APPROTECT : 0x5A Other than left column
APPROTECT.DISABLE : Ox5A
Rev. APPROTECT.FORCEPROTECT : other than 0x00

In addition to the UICR register of the FLASH (nonvolatile) area, the APPROTECT register of the
RAM (volatile) area has been newly added, the device starts up with APPROTECT enabled right
after the reset.
There are two ways to disable it.
- Set the newly established APPROTECT register in the firmware.
This cannot be used at the time of initial write. Perform module initialization using the
following command.
- Initialize the module with the “recover” command of nRF Command Line Tools.

For details, please refer to "4.8.2 Access port protection” in the Product Specification document
for each chip on the Nordic web page.
For nRF528232, please refer to "16.2 Access port protection”.

1.3 List of module with the New Rev.

The following modules are equipped with the new Rev. Nordic chip.
[Part number of the appropriate modules]

EB2840AA2 ED2833AA2 ES2820AA2
EJ2840AA2 EC2832AA2 EC2811AA2
ED2840AA2 ES2832AA2 ES2811AA2
EB2833AA2 EJ2832AA2 EC2810AA2
EJ2833AA2 EC2820AA2 ES2810AA2
ES2805AA2 — —
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2 APPROTECT setting

2.1 Requirements

This manual assumes the use of the following.

[tool]

- Segger Embedded Studio and NRF board support package (For installation and setup
procedures, register the product according to the sheet provided when purchasing the
evaluation board / evaluation KIT, and download the “SES NRF52xxx Quickstart Guide
X.XXEN.pdf” for Segger Embedded Studio's NRF quick start guide.) .

- nRF Command Line Tools (see Nordic Infocenter for details)

- VSCode (Visual Studio Code)

Please use the latest version of nRF Command Line Tools

https://www.nordicsemi.com/Products/Development-tools/nrf-command-

line-tools/download

[SDK (Software Development Kit) ]
- nRF5 SDK (developing environment:SES)
- nRF Connect SDK (developing environment VSCode)
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2.2 How to set up the APPROTECT function

Since the new Rev. module is shipped with the APPROTECT function enabled, the firmware
cannot be written as it is. The firmware cannot be written to the new Rev. target module as it is.
Please execute the following commands using nRF Command Line Tools.

nrijprog --recover --program <xxx.hex>

This will disable the APPROTECT feature and allow you to continue writing firmware.
Issuing --recover using NRF Command Line Tools will disable APPROTECT and retained after
reset.

The --recover command is used to completely erase the FLASH area together
with the disabled setting of APPROTECT, so the --eraseall command is not
necessary.

When the --eraseall command is issued, the APPROTECT setting area is also
erased (OxFF), thus returning to the enabled setting.

When using software developed for an existing product as-is for a new product, please refer to "3
When using existing software”

When developing new software, please refer to “4 When developing new software”
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3 When using existing software

3.1 Writing with APPROTECT function enabled

3.1.1 In case of the existing software is APPROTECT enabled

You can use it as is. No additional configuration is required for the write process.

3.1.2 In case of the existing software is APPROTECT disabled

APPROTECT setting values differ depending on nRF5 SDK.
Please check the SDK Version you are using and execute the following process.

min case of nRF5 SDK Version 17.0.2 or earlier
The APPROTECT function is enabled and can be used without modification.
No additional configuration is required for the writing process.

min case of NRF5 SDK Version 17.1.0 or later
In case of using software with nRF5 SDK Version 17.1.0 or later, the APPROTECT function
can be enabled by using the following command when writing.

nrijprog --rbp ALL
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3.2 Writing with the APPROTECT function disabled

3.2.1 In case of the existing software is APPROTECT enabled

It cannot be disabled only for writing process. Please refer to the procedure in "4. When
developing new software,"” and compile the software again using SDK Version 17.1.0 or later.

3.2.2 In case of the existing software is APPROTECT disabled

The APPROTECT setting varies vary depending on the nRF5 SDK used.
Please check the version and execute the following process.

min case of NRF5 SDK Version 17.0.2 or earlier
It cannot be disabled only for writing process.
Please refer to the procedure in “4 When developing new software” and compile the software
again using SDK Version 17.1.0 or later.

mIn case of nRF5 SDK Version 17.1.0 or later
It can be used as is. No additional configuration is required for the writing process.
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4 When developing new software

For new software development, please use the latest NnRF5 SDK/nRF Connect SDK. Please refer
to the following chapters based on the development environment and settings to be used.

4.1 APPROTECT enable

4.1.1 SES with nRF5 SDK 17.1.0 or later

When developing with nRF5 SDK, The APPROTECT function can be enabled by setting the
following.

[Procedure for enabling the APPROTECT function]
1. Left-click on the SES project and click "Options...".

Project ltems Code Data+RO uint32
- APP_ERF
Solution ‘ble_app_uvart_pcal0107 _ =
4 [7] Project ‘ble_app_uart_pca Options... Alt+Return
4 aAppIicaFiun 2 files %:é Build
. |!,_§|'_=j main.c _
B3 sdk_config.h Bebuild
. [ Beard Definition 1 il Clean
- [ Board Support 2 files Export Build
- @8l None GHIE Export Makefile

- [ nRF_BLE  &files

. [ nRF_BLE_ Services 1fi
. [ nRF_Drivers 2 files %:@ Link

- [ nRF_Libraries 25 files {O‘E Build Configurations...
: [:lnRF_LDg 5 files

Analyze

i Ao rme —

KAGA FEI Co., Ltd. 09-Aug.2024 Rev. 1.1 10/12

Copyright 2024 KAGA FEI Co., Ltd.



A
YA!Y KAGA FE€El

2. Select from the pop-up menu in the following order.
Project options -> Code -> Preprocessor Options -> Preprocessor Definitions

SEGGER Embedded Studio for ARI

File 'main.c' Options

T L Releass B Search Options Show Modified Options Only
4 Gode Option Value
Assembiler
Build 4 W Preprocessor
Code Analyzer « Ignore Includes No
Code Generation + Preprocsssar Definitions innerts, &=
Compiler + Preprocessor Undefinitions.
Compiler Wamning + Systemn Include Directories
External Build * Undefine All Preprocessor Definitions Mo
Filo + User Include Directories p—
sction
Source Code
User Buikd Step
Preprocessor Definitions
Specifies one o definitions. Thi will have on applied to it
Inherits
“APP_TIMER_VZ;APP_TIMER_V2_RTC1_EMABLED;BOARD_PCA10058;CONFIG_GPIO_AS_PINRESET.DEVELOP_IN_
NRF52840:FLOAT_ABI_SOFTINITIALIZE_USER_SECTIONS;NO_VTOR_CONFIG;NRF52811_XXAA:NRFX_COREDEP.
DELAY_US_LOOP_CYCLES=3;NRF_SD_BLE_API_VERSION=7:5112:S0FTDEVICE_PRESENT;" from project in
Commeon configuration
[
L 4

3. Add the "ENABLE_APPROTECT" define to "Preprocessor Definitions"

File 'main.c' Options

Show Modified Options Only

- 1

S v foswarson otk

[

expansion apphed 1o 2 INFIG_GPI0_AS_PINRESET.DEVELOP_IN_
. NRFS2811_JOAANRFX_COREDEP.
T T VO S S B R VRSB S R ek rrson o e

oK Cancet
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4.1.2 nRF Connect SDK 1.8.0 or later

Enable the APPROTECT function in the compile options.
Add "CONFIG_NRF_APPROTECT_LOCK=y" to the "prj.conf" file of the project.
If you are using ES2820, ES2811, ES2

810, or ES2805, please select the prj_minimal.conf file.

g .y

CONF IG_ASSERT=y
[EOFT

Add "CONFIG_NRF_APPROTECT _LOCK=y"

4.2 APPROTECT disable

In nNRF5 SDK Version 17.1.0 or later/nRF Connect SDK 1.8.0 or later, the process of setting the

UICR register to the APPROTECT register has been added.

When writing firmware, the APPROTECT function can be disabled by setting the UICR register
(Ox5A) .

KAGA FEI Co., Ltd. 09-Aug.2024 Rev. 1.1 12/12

Copyright 2024 KAGA FEI Co., Ltd.



